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SANIQUAT EC 
Detergente igienizzante a schiuma controllata con sali quaternari d’ammonio 
 
 
 
Igienizzante a schiuma controllata a base di sali quaternari d'ammonio ad alta concentrazione. Indicato 
nei lavaggi manuali o per irrorazione nell'industria alimentare, delle bevande e nel settore zootecnico 
per l’igiene di tutte le superfici. 
 
 
Caratteristiche chimico fisiche 
Aspetto Fisico  Liquido limpido 
Colore  Incolore  
Odore  Caratteristico  
Densità a 20 °C  ca. 1.00 g/ml  
pH (tal quale)  ca.7  
Solubilità in acqua  Illimitata  
Formazione di schiuma  Poco schiumoso 
I dati sopra riportati sono valori tipici di produzione e non costituiscono specifica. 

 
 
Effetto sui materiali 
Innocuo su tutti i materiali.  
 
 
Modalità d’impiego e di dosaggio  
SANIQUAT EC viene impiegato con sistemi manuali o ad irrorazione a concentrazioni comprese tra 0,5 
e 1% con temperature da 30 a 50°C e tempi di contatto variabili da 5 a 30 minuti.  
Dopo il trattamento risciacquare abbondantemente con acqua.  
 
 
Conservazione 
Il prodotto teme le temperature estreme: conservare a temperature comprese tra i 5°C e i 32°C. Il 
prodotto conservato correttamente nei contenitori originali mantiene inalterate le sue caratteristiche 
per 24 mesi.  
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Informazioni sull’immagazzinamento 
Evitare l’uso improprio del prodotto. Conservare negli imballi originali chiusi o, dove applicabile, negli 
appositi locali o serbatoi di stoccaggio lontano da temperature estreme e lontano dalla luce del sole 
diretta. 
Per informazioni relative alla manipolazione e allo smaltimento delle soluzioni consultare la scheda di 
sicurezza. 
I.R.C.A. SERVICE S.p.A. non è responsabile in alcun caso per l’utilizzo improprio del prodotto.  
 
 
Confezioni disponibili 
 

Codice Collo N. Conf. 
Strati 

N. Strati 
Pallet 

N. Conf. 
Pallet 

60217001 Tanica 10 Kg 20 3 60 

60217003 Tanica 25 Kg 13 2 26 

60217005 IBC da 1.000 Kg 1 1 1 
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SANIQUAT EC 
Controlled foam detergent with quaternary ammonium salts 
 

 
 
Controlled foam sanitiser based on high concentrations of ammonium quaternary salts. Suitable for 
manual or spray washing in the food, beverage and livestock industries for the hygiene of all surfaces. 
 
 
Physical and chemical properties 

Physical Appearance  Clear liquid 

Colour  Colourless  

Odour  Typical  

Density at 20 °C  approx. 1,00 g/ml  

pH (as is)  approx. 7  

Solubility in water  Unlimited  

Foam formation  Low foaming 
The aforementioned data refer to typical production values and do not constitute a specific example. 

 

 
Effect on materials 
Harmless on all materials.  
 

 
Directions and dosage  
SANIQUAT EC is used with manual or spraying systems at 0.5-1% concentrations, with temperatures 
ranging between 30 and 50°C and contact times varying from 5 to 30 minutes.  
After treatment, rinse thoroughly with water.  
 

 
Storage 
The product is vulnerable to extreme temperatures: store at temperatures between 5°C and 32°C. If 
properly stored in original containers, the product will keep its characteristics unchanged for 24 
months.  
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Storage information 
Avoid misuse of the product. Store in original sealed packages or, where applicable, in special places 
or storage tanks away from extreme temperatures and keep away from direct sunlight. 
Refer to the Safety Data Sheet for information on handling and the disposal of solutions. 
I.R.C.A. SERVICE S.p.A. is not liable for any misuse of the product.  
 
 
Available packaging 
 

Code Package 
Pack. 
No. 

Layers 

Pallet 
Layer 
No. 

Pack. 
No. 

Pallet 

60217001 Tank 10 Kg 20 3 60 

60217003 Tank 25 Kg 13 2 26 

60217005 IBC 1,000 Kg 1 1 1 
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